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triple-function

fully adjustable

for recess-mounting

Zetordesigned for tractors

headlamps



Zak∏ad Produkcyjny „WESEM” Sp.J.
Poland, 32-020 Wieliczka, ul. Grottgera 4

tel. +48 12 2781295   fax +48 12 2786966
www.wesem.com,   e-mail: biuro@wesem.com

headlamps

additional lamps

work lamps

special lamps

signalling lamps

bicycle lamps

accessories

WESEM produces

RE.33100.R2 332 • • • • • • A 1

RE.33200.R2 332 • • • • • • • A 1

RE.33105.R2 332 • • • • • • • A 1

RE.33202.R2 332 • • • • • • • • A 1

RE.21479.H4 211 • • • • • • A 1

RE.21178.H4 211 • • • • • • • A 1

RE.29878.H4 211 • • • • • • • • A 1

RE.30879.H4 211 • • • • • • • A 1

RE.17178.H4 211 • • • • • • • • A 1

RE.34878.H4 211 • • • • • • • • • A 1

Construction and
parameters

Rectangular headlamps designed for tractors

Zetor

Homologation code means identifier of certification number.

Available for ordering Available for ordering
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Application
To be mounted in factory-prepared places
or in cavities in the front of a vehicle.
Recommended particularly for tractors
and slow-moving vehicles.

General information
Some versions come with bulbs.
E20 certification sign refers to head-
lamp, R2 type.
E8 certification sign refers to head-
lamp, H4 type.

Detailed information
Construction:
• metal reflector
• glass lens 
• main bulb spring
• black plastic frame (optional)
• adjustment set (optional)
• main bulb gasket
• parking light bulb gasket (optional)
• parking light bulb holder (optional)

Additional features
Versions with frame are fully adjustable.

Bulbs
Fit bulb type:
R2 12V 45/40W or R2 24V 55/50W
H4 12V 60/55W or H4 24V 75/70W
T4W 12V or 24V (BA9s cap)

Mounting accessories
Main bulb gasket
- catalogue number A.05820.
Parking light bulb holder 
- catalogue number A.05921.
Main bulb mounting block 
- catalogue number A.07128.

Parameters
The driving light guide number of head-
lights (equipped with R2 bulb) which
specifies the light's maximum candle
power is 7.5 (it is about 37.5 lx  within
distance of 25 m).
The driving light guide number of head-
lights (equipped with H4 bulb) which
specifies the light's maximum candle
power is 12,5 (it is about 60 lx  within
distance of. 25 m).

Dedicated application
A - Tractors:
• Escort: 335 Std, Duo, 450, Farmtrac
• Zetor: Model 2002, Proxima,

Forterra, Super, Super Eko, Classic Eko
• Ursus: 4505, 5714, 5314, 6014
• Pronar: MTZ 1221
• Fendt Farmer: 307-309
• Fendt Favorit: 716, 309 C, 824

210 4.1


